General Info

INTRODUCTION

— How To Use This Manual

Special Tools

This supplement contains information for the 1985 PRELUDE 2DR . pe -
COUPE. Specifications
Refer to the base Shop Manual (No. 62SB000) for service proce-
dures and data not included in this supplement. The first page of
each section is marked with a black tab that lines up with one of the
thumb index tabs on this page. You can quickly find the first page H

of each section without looking through a full tabie of conte‘:)nfs. Malntenance
The symbols printed at the top corner of each page can also be used
as a quick reference system.

Engine
— Special Information
Indicates a strong possibility of severe personal injury
or loss of life if instructions are not followed. C 00“ ng
CAUTION: Indicates a possibility of personal injury or equipment
damage if instructions are not followed.
Fuel
NOTE: Gives helpful information.
CAUTION: Detailed descriptions of standard workshops proce- Em|SS|On ContrOIS

dures, safety principles and service operations are not included.
Please note that this manual does contain warnings and cautions
against some specific service methods which could cause PERSON-
AL INJURY, or could damage a vehicle or make it unsafe. Please

understand that these warnings cannot cover all conceivable ways in TransaXIe
which service, whether or not recommended by Honda motor
might be done, or of the possible hazardous consequences of each
conceivable way, nor could Honda motor inverstigate all such .
ways. Anyone using service procedures or tools, whether or not Steer]ng
recommended by Honda motor, must satisfy himself thoroughly
that neither personal safety nor vehicle safety will be jeopardized.

All information contained in this manual is based on the latest .
product information available at the time of printing. We reserve the SUSpenS|0n
right to make changes at any time without notice. No part of this
publication may be reproduced, stored in retrieval system, or trans-
mitted, in any form by any means, electronic, mechanical, photo-
copying, recording, or otherwise, without the prior written permis- Brakes
sion of the publisher. This includes text, figures and tables.

First Edition, 10/85 HONDA MOTOR CO., LTD.
All Rights Reserved Service Publication Office
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Chassis and Engine Codes
— Vehicle ldentification Number (2000)

JHMBA21400C000001

T

Model Name
BA2: PRELUDE 2000
3A3: PRELUDE (KQ, KY)

Transmission Group
1: 5-speed
2: Automatic

Vehicle Version

Model Year
0: 1986
Plant
C: Sayama Plant
Serial Number

— Engine Serial Number

(Fuel-Injected Engine}

B20A1— 1000001

Engine Type
B20A1: 2000 DOHC Engine
A20A4: 2000 SOHC Engine

Model Year

1: 1986

Transmission Group
O: 5-speed
3: 5-speed (KX) )
7: 5-speed and Automatic (KY, KQ)
Serial Number

— Vehicle Identification Number (1800)

JHMAAB522(‘)LC3OOOO1

Model Name
AB: PRELUDE
Transmission Type
5: 5-speed
7: Automatic
Number of Doors
2: 2 Door

Vehicle Version
2: Standard Model
3: EX (Higher Cost Versions)
Plant
C: Sayama Plant

Model Year
03: 1986

Serial Number

1-2

—Engine Serial Number
(Carbureted Engine)

H

Engine Type
ET: 1800

ET — 4000001

Engine Year
4: 1986

Transmission Type
0: With Manual Transmission
5: With Automatic Transmission

Serial Number

— Transmission Number

(Manual Transmission)

sace

Transmission Type
B2K5: with B20A1 Engine
A2K5: with A20A4 Engine
A2AS5: with ET Engine

B2K5 — 1000001

Serial Number

— Transmission Number
(Automatic Transmission)

Transmission Type T

F4: with 2000 Engine
AS: with 1800 Engine

F4 — 6000001

Serial Number




Identification Number Locations

A20A4 Engine Shown; Other Engine Similar

Chassis Number

Transmission Number Transmission Number
(Automatic) (Manual)

Engine Number




Preparation of Work
— Electrical

. Before making any repairs on electric wires or
parts, disconnect the battery cables from the bat-
tery staring with the negative (—) terminal.
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«  After making repairs, check each wire or part for
proper routing and instalfation. Also check to see
that they are connected properly.

«  Always connect the battery positive (+) cable first,
then connect the negative (—) cable.

W
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. Coat the terminals with clean grease after connect-
ing the battery cables.
+ Don’t forget to install the terminal cover over the
positive battery terminal after connecting.
- Before installing a neAv fuse, isolate the cause and

take corrective measures, particularly when fre-
quent fuse failure occurs.

Rating!

. Be sure to install the terminal cover over the con-
nections after a wire or wire harness has been con-
nected.

COVER

TERMINAL

When removing locking couplers, be sure to dis-
connect the lock before performing work.
Couplers may be of two types, those in which the
lock is pressed to remove, and those in which the
lock is pulled up to remove. Be sure to ascertain the
type of locking device before beginning work. The
following is a depiction of the means of disconnect-
ing various typical couplers.
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When disconnecting locks, first press in the Cou-
pler Tightly (to provide clearance to the locking de-
vice), then operate the tab fully and remove the
coupler in the designated manner.

»_—_——:j%;%j«
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. When disconnecting a coupler, pull it off from the
mating coupler by holding on both couplers.

. Never try to disconnect couplers by pulling on their
wires.

. Before connecting couplers, check to see that the
terminals are in place and are not bent or distorted.

. Insert couplers fully until they will no longer go.

. Some couplers have locking tabs that must be
aligned and engaged securely.

. Don’t use wire harnesses with a loose wire or cou-
pler.

10

. Place the plastic cover over the mating coupler
after reconnecting. Also check that the end is not

inverted.

. Before connecting, check each connector cover for
breakage. Also make sure that the female connec-
tor is tihgt and not pried open from the previous
use.

. Insert male connectors into the female connectors
fully until they will no fonger go.

+  Be sure that plastic cover is placed over the con-
nection.

» Don’t place the opening of each plastic cover
facing up.

. Secure wires and wire harnesses to the frame with
their respective wire bands at the designated loca-
tions. Tighten the bands so that only the insulated
surfaces contact the wires or wire harnesses.

O X

. A loose wire harness or cable can be a hazard to
safety. After clamping, check each wire for securi-
ty in its clamp.

X

. Do not squeeze wires against the weld or nugget of
its clamp when a weld-on clamp is used.

X
0l o=
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Special Tools

ET Engine and A20A4 Engine
Special Tools .....coevviiiiiiiiiiieiieeeeee 2-2

(Changes to part numbers in Base Manual or newly added
tools)

B20A1 Engine
Newly Provided Tools ..........cceenvennnn. 2-3
Special Tools

(Common with Other Models) .... 2-4




Special Tools

Special Tools (ET Engine and A20A4 Engine)

Ref. No. Tool Number Description Q'ty Remarks Section
® 07941—-6920002 | Ball Joint Remover 1 5,17,
18 and 19
@) 07743—0020000 | Valve Guide Remover 1 6
® 07924—PD20001 | Ring Gear Holder 1 7 and 13
©) 07948—SB00101 | Driver Attachment 1 Crankshaft Oil Seal 7
(Cluch side)
® 07999 —PD60000 | System Checker Harness 1 11
® 07406 —0040000 | Fuel Pressure Gauge Set 1 ] A20AA4 Engine Only 11
@ 074110020000 | Digital Circuit Tester 1 11
*® 07GAZ—SE00300 | Tachometer Adapter 1 11
*®@ 07GAC—PF40100 | Housing Puller 1 14 and 15
Q) 07GAB—PF50100 | Mainshaft Holder, Automatic 1 15
*a 07GAC-—PF40210 | Bearing Remover Attachment 1 15
@ 07406—0070000 | Low Pressure Gauge 1 15
® 07746-—0030400 | Attachment 35 mm 1 16
*@19 07GAK—SEO00100 | Joint Adapter Kit 1 19
@ 07975—-6920002 | P.S. Column Setting Guide 1 19
*(@6) 07GAG—SE00100 | Rod Bolt Adjustment Gauge 1 21
@) 07923—PB80001 | Puliey Holder 1 24
07934—PB80001 | Clutch Remover 1 24
07934—SB20000 | Shaft Seal Remover 1 24
07703—0010200 | Torx Driver Bit (T-30) 1 24

* Newly Provided Tools
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Newly Provided Tools (B20A1 Engine)

Ref. No. Tool Number Description Q'ty Remarks Section
@ 07757—-PJ10100 | Valve Spring Compressor 1 6
Attachment
@ 07411—-0020000 | Digital Circuit Tester 1 11
® 074060040000 | Fuel Pressure Gauge Set 1 11
@ 07999 —PD6000A | System Checker Harness 1 11
® 07GAG—PF50100 | Clutch Disc Alignment Tool 1 13
® 07GAD—SEQ00100 | Oil Seal Driver Attanchment 1 17
@ 07GAK—~SEO0100 | Joint Adaptor Kit 1 19
O7GAF—SEO0100 | Hub Assembly Pin 1 20
® 07GAF—SEO0200 | Hub Assembly Driver Attachment 1 20
O07GAF—SEO00400 | Front Hub Driver Base 1 20
@) O7GAF—SEO0100 | Brake Booster Adjusting Gauge 1 21
(@) O07GAF—SEO0300 | Pulser Driver Attachment 1 21
@ 07GAZ—SEO0100 | A.L.B. Hand Pump Assembly 1 21
07GAZ—-SE00200 | A.L.B. Checker Harness Adaptor 1 21

®@

Special Tools (Common with Other Models)

— 5. Engine Removal/Installation

Ref. No. Tool Number

Description

Q'ty

Remarks

@ 07941 —-6920002
@ 07966 —-6340011

Ball Joint Remover
Engine Block Hanger

(cont’d)
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Special Tools

Special Tools (Common with Other Models)

’—— 6. Cylinder head/Valve Train
Ref. No. Tool Number Description Q'ty Remarks
@ 07757—0010000 | Valve Spring Compressor 1 07957 —-3290001 may also be used
*®@ 07757—PJ10100 | Valve Spring Compressor Attach- 1 Use changed to 07757 —-0010000
ment attachement

® 07942 —-SA50000 | Valve Guide Driver 1

@ 07943—-0020000 | Valve Guide Remover 1

® 07984—6110000 | Valve Guide Reamer 1 07934 -6570000 may also be used
® 07947 —-SB00100 | Oil Seal Driver 1 Camshaft

* Newly Provided Tools

®
()

&
®
— 7.Engine Block
Ref. No. Tool Number Description Q'ty Remarks
@ 07973 —6570002 | Piston Pin Insert Base Set 1
) 07973—SB00100 | Piston Pilot 1
® 07973—SB00200 | Piston Pin Insert Attachment A 1 Not included in base set
@ 07973 —PEO0301 | Piston Pin Pilot Collar 1 Use each with the basse .set
® 07973 —-SB00400 | Piston Pin Insert Attachment B 1 ’
® 07948 —-SB00101 | Driver Attachment 1 Crankshaft Oil Seal (Ciutch side)
@ 07749—-0010000 | Driver 1 07949—-6110000 may also be used

i
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— 8. Engine Lubrication

Ref. No. Tool Number Description Q'ty Remarks
@ 07912—6110001 | Qil Filter Socket Wrench 1
@ 07406 —0030000 | Oil Pressure Gauge Adaptor 1
® 07746 —0010400 | Driver Attanchment 52 x 55 mm 1
@ 07749—0010000 | Driver 1 07949—6110000 may also be used

oo (&)

bynsoe)

\/
@ @ ® @
— 11. Fuel
Ref. No Tool Number Description Q'ty Remarks

@ 07920—-SA50000 | Fue! Sender Wrench 1
@ 07406 —0040000 | Fuel Pressure Gauge Set 1
@-1 07406 —0040100 | Pressure Gauge (1) Component Tools
@-2 | 07406 —-0040200 | Hose Assy (1) P

*® 07999 —PD6000A | System Checker Harness 1

*@ 07411—-0020000 | Digital Circuit Tester 1 ,

* Newly Provided Tools

— 13. Clutch
Ref. No. Tool Number Description Q'ty Remarks
® 07924—PD20001 | Ring Gear Holder 1
*@ 07GAG—PF50100 | Clutch Disc Alignment Tool 1

* Newly Provided Tools

(cont’d)
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Special Tools

Special Tools (Common with Other Models)

r 14. Manual Transmission
Ref. No. Tool Number Description Q'ty Remarks

@ 07744—0010200 | 3 mm Pin Punch 1

©) 07744—0010400 | 5 mm Pin Punch 1 07944—6110100 may also be used
® 079366340001 | Bearing Remover Set 1

@ 07936—6890101 Bearing Remover Attachment 1 Use changed to 07936 —6340000

attachment

® 07746—0010400 | Driver Attachment 52 x 55 mm 1 07949 —-6340200 may also be used
® 07749—-0010000 | Driver 1 07949—6110000 may also be used
@ 07746—-0010200 | Driver Attachment 37 x 40 mm 1

07746—0010500 | Driver Attachment 62 x 68 mm 1

® 07998 —-SD90200 | Crealance Scale 0.3 mm 1

07998 —SD90300 | Crealance Scale 0.49 mm 1

2-6
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— 16. Differential

Ref. No. Tool Number Description Q'ty Remarks
@ 07746 —0030100 | Driver C 1
@ 07944 —-SA00000 | 4 mm Pin Punch 1
® 07947 —-6110500 | Oil Seal Driver 1
@ 07749—-0010000 | Driver 1 07949—6110000 may also be used
® 07947 —6340500 | Driver Attachment E 1

» : %WMD -

(| !%ﬁﬁ@’

@ ®

— 17. Driveshaft

Ref. No. Tool Number Description

07749-—-0010000 | Driver

07946 —0040900 | Driver Pilot 40 mm
07965—SD90100 | Support Base
07746—0010400 | Driver Attachment 52 x 55 mm
07746 —0010500 | Driver Attachment 62 x 68 mm
07GAD-SEO0100 | Oil Seal Driver Attachment
07965—SD90200 | Support Collar

07947 —-SD90200 | Oil Seal Driver Attachment

Q
-
<

Remarks

07949 —-6110000 may also be used

Qe
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2-7



Special Tools

Special Tools {Common with Other Modelsj

Ref. No.

 19. Power Steering

Tool Number

Description

Q'ty

Remarks

*
N =

OO0

*

k-—l

*

CPEPEEEE@EOPOEV®

oMb LN

07916 —SA50001
07406—0010200
07406—-0010300
07406 —0010400
07GAK—SEO0100
07GAK—SE00110
07GAK—SE00120
07406—0010101

07205—-0010100
07748—-0010000
07953 -—-7190000
07900—-SA50000
07974 —-SA50100
07974—-SA50200
07974—-SA50300
07974-SA50400
07974 -—-SA50600
07974—-SA50900
07941 —-6920002
07746—-0010300

Steering Gearbox Locknut Wrench
PS. Pressure Gauge Assy.

Oil Pressure Control Valve
PS.Pressure Meter

Joint Adaptor Kit

Pump Joint Adaptor

‘Hose Joint Adaptor

Bypass Tube Joint
Universal Holder

Driver

Coliar Driver

Power Steering Tool Kit
Piston Seal-Ring Guide
Piston Seal-Bing Sizing Tool
Cylinder End Packing Slider
End Seal Guide

Dust Seal Guide

PS. Tools Kit Case

Ball Joint Remover

Driver Attachment 42 x 47 mm

(1
(1)

(1)

(1
(1)
(n
(1)

]— Component tools

]— Component tools

07725—0030000 may also be used
07949—-6110000 may also be used

PS. Gearbox Overhaul Kit

Component tools

* Newly Provided Tools
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— 20. Suspension

Ref. No. Tool Number Description Q’'ty Remarks
@ 07410—0010200 | Front Wheel Alignment Attach- 1
ment B
) 07941—6920002 | Ball Joint Remover 1
® 07965—6340301 Front Hub Dis/Assembly Tool 2
Base A

*@ 07GAF—SEO0100 | Hub Assembly Pin 1
® 07965—6920200 | Front Hub Dis/Assembly Tool B 1

*® 07GAF—SEO0400 | Front Hub Driver Base 1
@ 07746—-0010400 | Driver Attachment 52 x 55 mm 1

*® 07GAF—SE00200 | Hub Assembly Driver Attachment 1
® 07746—0010600 | Driver Attachment 72 x 75 mm 1
07749—-0010000 | Driver 1 07949—-6110000 may also be used
a 07965 —SB0O0000 | Front Hub Dis/Assembly Tool Kit 1
-1 07965 —-SB00100 | Front Hub Dis/Assembly Tool A (1)
-2 07965—SB00200 | Front Hub Dis/Assembly Too! B {1)
@-3 | 07965—SB00300 | Front Hub Dis/Assembly Tool C (1
@ 07974 -SA50700 | Clip Guide A 1
® 07959—SA50000 | Absorber Spring Compressor 1
07946—6920100 | Driver Attachment 1

* Newly Provided Tools

(cont’d)
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